
The article SIRIUS BLOCK TUNR-TILT/CASEMENT CREMONE 

has been tested according to following standards:

UNE-EN 13126-3. Hardware for buildings. Hardware for

windows and doors. Section 3: Handles for casement,

tilt and turn and turn/tilt openings.

UNE-EN 13126-8. Hardware for buildings. Hardware for

windows and doors. Section 8: Tilt and turn, turn and

tilt and casement openings.

UNE-EN 1670. Hardware for building. Hardware for

edification. Corrosion resistance. Trial methods and

requirements. (240h)

obteining the following classification:

Sistemas Técnicos del Accesorio y Componentes, S. L. T +34 981 817 036    F +34 981 817 037

* Finish: 01 White, 02 Black, PVD and special colours. See all available finishes in STAC General Catalogue.
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CREMONA OSCILO SIRIUS BLOCK 
REF. 1160* (WITH COVER)
REF. 1163* (WITHOUT COVER)

SIRIUS BLOCK
CASEMENT CREMONE 
REF. 0793*

TECHNICAL SHEET

SIRIUS BLOCK TURN-TILT/CASEMENT CREMONE

MATERIALS:

- Aluminium injection handle

- Escutcheon and transmission made in Zamak.

- Blade and pinion in stainless steel.

- Cover and bush in polyamide.
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SIRIUS BLOCK FRENCH STYLE 
CASEMENT CREMONE
REF. 1168* (WITHOUT COVER)

- 4 120 0 1 4 - 8 1300/1200

These values have been obtained at STAC TESTING LABORATY following the test procedure explained in UNE-EN 13126-8.
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SIRIUS BLOCK CREMONE POSITIONS

TOTAL BLOCK

It can be activated and unblocked with the key.
Movement is blocked in wichever of the 3 positions.

INTERMEDIATE BLOCK

It can be activated and unblocked with the key.
It can be changed to positions 1 & 2.
In position 3 there is a total block.

UNBLOCKING

The handle is totaly unblocked.
It can be moved to any position.
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SIRIUS BLOCK CREMONE POSITIONS 

LOCK TO FRAME/REBATE

POSITION 1 POSITION 2 POSITION 3

BARREL BUTTON

SIRIUS BLOCK CREMONE BARREL BUTTON POSITIONS WITH KEY.

Introduce the key Turn 45 o to the left

POSITION 2  -> POSITION 1POSITION 1  -> POSITION 2

Press

Introduce the key Turn 45 o to the left Keeping the pressure on, turn
the key to the other way

Take the key outPress with the key
in turn position

POSITION 2  -> POSITION 3

TECHNICAL NOTES

The Sirius cremone with security lock has a novel lock barrel with a 
button that stops the cremone in the diQerent opening positions
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TECHNICAL NOTES
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ASSEMBLY OF THE TURN-TILT CREMONE FOR CASEMENTS

TURN-TILT

CASEMENT

SIRIUS BLOCK CREMONE.
HAND CHANGEMENT.
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180º

SIRIUS

90º

SIRIUS BLOCK

225º

45º

TECHNICAL NOTES

CHANGE OF LEVER
FROM TURN-TILT TO PROJECTING


